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Technical documentation 
issue date: 30.01.2026; edition: 1.0 

 

 
Polypropylene strapping bands VERBAND and VERSTRAP manufactured by 

Veroni are characterised by: 

 

 

VERBAND strapping bands 

Width 

[mm] 

Thickness 

[mm] 

Min. breaking load 

[kg] 

Max. elongation 

[%] 

12 0.50 115 20 

12 0.55 117 20 

12 0.60 120 20 

12 0.70 174 20 

12 0.80 210 20 

14 0.50 160 20 

15 0.60 210 20 

15 0.80 260 20 

16 0.60 220 20 

16 0.80 285 20 

16 1.00 370 20 

19 0.90 400 20 

 

VERSTRAP strapping bands 

Width 

[mm] 

Thickness 

[mm] 

Min. breaking load 

[kg] 

Max. elongation 

[%] 

05 0.50 78 20 

09 0.55 106 20 

12 0.55 125 20 

12 0.60 130 20 

12 0.80 230 20 
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PRODUCT DESCRIPTION: The strapping bands are intended for securing and stabilising 

palletised loads, bundling loose elements for baling, and securing smaller packages (e.g. 

cartons, boxes, coils, etc.). The VERBAND line is suitable for manual application, while 

the VERSTRAP is designed for use with semi-automatic and automatic strapping 

machines. 

 

NOTE: The strapping bands must not be used as a load-bearing element (e.g. for lifting 

or hoisting). 

 

 

INSTRUCTIONS FOR USE: 

 

1) Manual application: Place the band on the designated dispenser and manually 

unwind the required length, cut it with a sharp tool (e.g. dedicated polypropylene 

strapping band tensioner with a blade). Wrap the band around the load and join 

the ends using a special buckle (metal or plastic), tighten the band using a 

tensioner. The tensioning force depends on the load being secured. 

General rule: the total breaking strength of the band applied to a given load (refer 

to the breaking load column in the table above) must be at least twice the mass 

of the load. 

 

2) Machine application: Install a coil of band into the magazine of the  

(semi-)automatic machine, feed the band through the unwinding and dispensing 

system, and start the machine according to its operating instructions; adjust the 

welding parameters to achieve an optimal heat seal. 

 

 

ADDITIONAL INFORMATION: 

 

1) Safety  

 

The strapping bands contain no hazardous or harmful substances, including heavy 

metals. The bads are manufactured from propylene-based polymers with the 

addition of polyethylene-based masterbatches. 

 

2) Storage 

 

Store the coils in a dry room, at temperature above freezing, on a flat surface and 

in a horizontal position, stacked in layers (max. 10 layers, provided they are 

protected by the cardboard discs supplied by the manufacturer as packaging). 
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3) Durability 

 

a) The bands retain their strength properties within an operating temperature 

range of -20°C to +60°C. 

b) Following application in conditions exposed to UV radiation (sunlight), 

white/transparent bands retain their properties for 6 months; bands in all 

other colours retain their properties for 12 months. If not exposed to UV 

radiation, these periods are extended to 24 months in both cases. 

 

4) Composition 

 

Parameter Value 

Polypropylene content >95% 

Density 0.9-0.92 g/cm3 

Masterbatch 
In accordance with  REACH, free 

from heavy metals 

Barrier layers 0% 

Glues n/a 

Printing inks n/a 

VERBAND post-industrial recyclate content ≤30% 

VERSTRAP post-industrial recyclate content ≤5% 

*customisable to order 

 

The bands are fully recyclable. 
 

5) Packaging 

 

a) Commercial packaging 

The bands are wound onto paper cores and secured externally with PE film 

and, upon individual request, packed into cardboard box sealed with PP 

band. 

b) Transport packaging 

The bands are either film-wrapped or packed in cardboard boxes and 

stacked on reusable 800x1200 or 1200x1200 mm wooden pallets. 

Cardboard layer pads are used between coil layers. 

 



 

 

 

 

 
 

 

 

KRS [NCR]: 0000800137   REGON [Business Registry No.]: 384249006    

Sąd Rejonowy w Toruniu, VII Wydział Gospodarczy Krajowego Rejestru Sądowego / District Court in Toruń, VII Commercial Division of the National Court Register 

 Kapitał Zakładowy / Initial Capital:  10.000.000 PLN 

     

VERONI sp. z o.o. 
Towarzystwa Jaszczurczego 9 

87-200 Wąbrzeźno, Polska / Poland 

NIP [VAT-ID]: PL8781805285 

 

www.veroni.com.pl; www.veroni-pak.com.pl 

Page 4 / 4 

6) Labelling 

 

All coils are fitted with a label containing a unique serial number, product 

specification, and packaging material codes. 

 

7) Standards and quality control 

 

VERBAND and VERSTRAP strapping bands meet the requirements of: 

 

EN 13394:2001 Packaging – Specification for non-metallic tensional strapping 

 

Quality testing of the bands is based on the following internal procedures and 

international standards: 

 

• IT-1: Internal Quality Control Procedure for PP strapping bands 

 

• EN ISO 1133-1:2011: Plastics – Determination of the melt mass-flow rate 

(MFR) and melt volume-flow (MVR) of thermoplastics – Part 1: Standard 

method 

 

• EN ISO 527-1:2019: Plastics – Determination of tensile properties –  

Part 1: General principles 

 

• EN ISO 527-3:2018: Plastics – Determination of tensile properties –  

Part 3: Test conditions for films and sheets  

 

• EN ISO 7500-1:2018: Metallic materials – Calibration and verification of 

static uniaxial testing machines – Part 1: Tension/compression testing 

machines – Calibration and verification of the force-measuring system 

 

 

The End 

 


